ESI & EVL Mortel voor montage van
betonijzer in C20/25 beton

Below given design loads do not consider reduction due to edge distances or
spacing. The rebar is designed as an anchor and thus do not consider require-
ments given in EC2 for rebar connections.

In case of the design of post installed rebar acc. to EC2 please see page 292 -
for details also see Expandet technical datasheet (ETA acc. EOTA TR023 using
ESI Xtreme Pro).

Design load tension capacities Consumption per hole (ml)
Rebar as an anchor with ESI Xtreme Pro in concrete C20/25.
h, hoom Rebar diameter (mm) h, hoom Rebar diameter (mm)
Depth EM: 28 \ 210 | 212 | 216 . | 220 | 225 \ 232 Depth| M 28 \ 210 | 212 | 216 : |20 |@25 : \ 03
orig{é” ment Drill diameter (mm) hammerdrill or compressed air drill ofﬁglrel:" ment Drill diameter (mm) hammerdrill or compressed air drill
mm [depthl g, 14 16 20 25 32 40 mm | depthl ) 14 16 20 25 32 40
100 | 100 14,0 20,9 251 28,0 28,0 28,0 100 | 100 9,1 10,8 12,6 16,3 24,8 43,6 60,5
120 | 120 16,8 25,1 30,2 36,9 36,9 36,9 120 | 120 10,9 13,0 151 19,6 29,8 523 72,6
140 140 19,5 293 35,2 46,5 46,5 46,5 46,5 140 140 12,7 15,2 17,6 229 34,8 61,0 84,7
160 160 20,0 30,7 40,2 53,6 56,8 56,8 56,8 160 160 14,5 17,3 20,1 26,1 39,7 69,8 96,8
180 | 180 443 52,7 67,8 67,8 67,8 180 | 180 22,7 294 44,7 78,5 109,0
200 200 794 794 794 200 200 49,7 87,2 1211
220 | 220 91,5 91,5 91,5 220 | 220 54,6 95,9 133,2
240 | 240 100,5 104,3 104,3 240 | 240 59,6 104,6 145,3
256 256 107,2 114,9 114,9 265 265 65,8 115,5 1604
265 265 111,0 121,0 121,0 280 280 69,5 1221 169,5
280 | 280 117,3 131,4 131,4 310 | 310 77,0 135,2 187,6
310 | 310 123,6 147,2 147,2 320 | 320 139,5 193,7
320 320 151,9 151,9 400 | 400 174,4 2421
400 | 400 189,9 189,9 450 | 450 196,2 2724
450 | 450 192,9 213,6 480 | 480 290,5
480 | 480 277,9 640 | 640 387,4
640 | 640 303,8
1) Design resistance for tension is valid for a single anchor in dry/wet non-
concrete C20/25 not influenced by edge distance and/or spacing:
>1,5x% hnom and >3 x hnom‘
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