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ANKERS, PLUGGEN EN BOREN
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Doorsteekanker BZ
Type Design load capacities

DIAMETER h
nom

  
[mm]

Non-cracked concrete Cracked concrete

Tension 
load
NRd

Shear load

VRd

Tension 
load
NRd

Shear load

VRd

M8 60 (52) 6,4 (6,0) 12,0 (10,4) 3,3 12,0 (10,4)

M10 75 (67) 7,7 (8,0) 17,6 (16,0) 6,0 17,6 (16,0)

M12 90 (80) 13,4 24,0 10,6 (10,7) 24,0

M16 110 (95) 20,0 48,0 (44,0) 16,6 37,6
()    Loads in ( ) are only valid for BZ - A4 stainless steel.
Conditions on load capacity: See page 367, ref# 4
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TYPE DIMENSION d
0
 [mm] STANDARD ART. NR. EAN 13

t
fix

 [mm] h
1 

[mm]

BZ   8 x   75   8 10 60 708075BZ    100 5708620074696

BZ   8 x   95   8 30 60 708095BZ    100 5708620074702

BZ   8 x 115   8 50 60 708115BZ    100 5708620074719

BZ 10 x   90 10 10 75 710090BZ      50 5708620074726

BZ 10 x   95 10 20 75 710095BZ      50 5708620074733

BZ 10 x 110 10 30 75 710110BZ      50 5708620074740

BZ 10 x 130 10 50 75 710130BZ      50 5708620074757

BZ 12 x 115 12 20 90 712115BZ      25 5708620074764

BZ 12 x 125 12 30 90 712125BZ      25 5708620075150

BZ 12 x 145 12 50 90 712145BZ      25 5708620074771

BZ 12 x 160 12 65 90 712160BZ      25 5708620075167

BZ 12 x 180 12 85 90 712180BZ      25 5708620074788

BZ 12 x 200 12 105 90 712200BZ      25 5708620075174

BZ 12 x 220 12 125 90 712220BZ      25 5708620074795

BZ 12 x 240 12 145 90 712240BZ      20 5708620074801

BZ 12 x 255 12 160 90 712255BZ      20 5708620074818

BZ 16 x 135 16 15 110 716135BZ      20 5708620075181

BZ 16 x 145 16 25 110 716145BZ      20 5708620074825

BZ 16 x 170 16 50 110 716170BZ      20 5708620074832

BZ 16 x 220 16 100 110 716220BZ      10 5708620074849

BZ 16 x 260 16 140 110 716260BZ      10 5708620074856

BZ 16 x 300 16 180 110 716300BZ      10 5708620074863

M20 & M24 BZ-Throughbolts, zinc plated are available on request.
ETA, Option 1, CE-marked
Fire resistance classification: R120
M8-M24 (Swiss shock Approval)

Doorsteekanker BZ, verzinkt


