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Zwaarlastanker, SZ-S
Type Design load capacities

DIAMETER h
nom 

 [mm]
Non-cracked concrete Cracked concrete

Tension 
load
NRd

Shear load 
 

VRd

Tension 
load
NRd

Shear load 
 

VRd

M6 60 8,0 14,1) 3,3 14,1

M8 70 10,6 23,9 8,0 22,3

M10 85 16,6 38,5 10,6 28,7

M12 95 20,0 48,0 17,7 34,3

M16 120 26,6 67,2 24,0 48,0

M20 150 33,0 93,9 33,0 67,0

Conditions on load capacity: See page 367, ref# 4
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ANKERS, PLUGGEN EN BOREN

TYPE DIMENSION d
0
 [mm h

1 
[mm] t

fix
 [mm] ART. NR. EAN 13

SZ-S 10/10   6 x   70 10 65 10 SZS1010 50 5708620075013

SZ-S 10/30   6 x   90 10 65 30 SZS1030 50 5708620075020

SZ-S 10/50   6 x 110 10 65 50 SZS1050 50 5708620075037

SZ-S 12/10   8 x   80 12 80 10 SZS1210 50 5708620075044

SZ-S 12/30   8 x 100 12 80 30 SZS1230 50 5708620075051

SZ-S 12/50   8 x 120 12 80 50 SZS1250 25 5708620075068

SZ-S 15/15 10 x 100 15 95 15 SZS1515 25 5708620075075

SZ-S 15/25 10 x 110 15 95 25 SZS1525 25 5708620075082

SZ-S 15/45 10 x 130 15 95 45 SZS1545 25 5708620075099

SZ-S 18/10 12 x 110 18 105 10 SZS1810 20 5708620075105

SZ-S 18/20 12 x 120 18 105 20 SZS1820 20 5708620075112

SZ-S 18/40 12 x 140 18 105 40 SZS1840 20 5708620075129

SZ-S 24/20 16 x 140 24 130 20 SZS2420 10 5708620075136

SZ-S 24/50 16 x 170 24 130 50 SZS2450 10 5708620075143

M20 (SZ-S 28), available on request
ETA, Option 1, CE-marked
Fire resistance classification: R120.
VDS Approval: M8-M20
M8-M20 Swiss Shock Approval

Seismic C1 & C2
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Zwaarlastanker SZ-S


